
Product Specific Information Manual

Please read and save this Replacement Parts Manual. Read this manual and the General Operating Instructions carefully before
attempting to assemble or maintain the product described. Protect yourself and others by observing all safety information. The
Safety Instructions are contained in the General Operating Instructions. Failure to comply with the safety instructions accompanying
this product could result in personal injury and / or property damage! Retain instructions for future reference.

4ZJ45A thru 4ZJ48A and IL848A

Dayton® Parallel Shaft High
Torque DC Gearmotors
Refer to Form 8S708 for General Operating and Safety Instructions and applicable Warranty.

WARNING

Make certain power
supply is disconnected
before attempting to
service or re-move any
components! If the
power disconnect point
is out-of-sight, lock it in
the open position and
tag to prevent
unexpected application
of power.

Form 5S4414 Printed in U.S.A.
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0999/393/VCPVP

®

E
N
G
L
I
S
H

E
S
P
A
Ñ
O
L

F
R
A
N
Ç
A
I
S

NOTE: To reverse direction,
reverse motor lead connections.

Wiring Diagram

Disassembly
NOTE: Refer to the
Replacement Parts
Illustrations.

1. Remove the five (5) Torx®
flathead screws from the out-
put side of the unit. Suitable
Torx® key wrenches may be
ordered from Dayton,
Stock No. 2A276.

2. Place the unit shaft down and
pry off the motor and cover
assembly. This will destroy the
gasket. Watch so that thrust
balls are not dropped and lost.
Do not damage seal bead on cover.

3. With housing disassembled,
gears can now be removed.

4. Motor can be dismounted by
removing four (4) No. 8 screws
which pass through the cover
and into the motor face. These
are special #8-32 x 5/8” long
screws with plastic seals under
the head to prevent leakage
around the screw heads. New,
exact duplicate replacements
should be used.

5. Oil seals can be removed by
prying out with a screwdriver.
Clean the cavity and press new
seal squarely in place, lip edge
inward towards gear cavity
until seal bottoms.

Reassembly
1. Care must be taken that the 1/4”

diameter thrust balls remain in
place during assembly. This can
readily be accomplished with a
small dab of grease.

2. Clean gear box completely and
replace with new lubricant.
After all gears are in place, refill
the gearcase with Hodson 4111
or Gulf Harmony #121 heavy
gear oil. About four ounces (by
weight) will be required. Do not
mix lubricants.

3. Install a new gasket and place the
motor cover assembly on back end
of housing.Hold firmly together
and replace the five (5)Torx® head
screws in face of gear box.

4. Start and stop the motor. The
gearing should turn freely
without binding and coast
slightly as the motor comes to
a stop.

BRUSH MAINTENANCE:
A brush wear indictor
mark has been
incorporated on all
brushes to indicate the
maximum allowable
brush wear.



Dayton Operating Instructions and Parts Manual

Figure 1 – Replacement Parts Illustration for
Models 4ZJ45A thru 4ZJ48A and IL848A

4ZJ45A thru 4ZJ48A and IL848A

For Replacement Parts, call 1-800-323-0620
24 hours a day – 365 days a year
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Please provide the following information:
-Model number
-Serial number (if any)
-Part description and number
as shown in parts list

Address parts correspondence to:
Grainger Parts
P.O. Box 3074
1657 Shermer Road
Northbrook, IL 60065-3074 U.S.A.
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Instrucciones de operación y
Manual de piezas de Dayton 4ZJ45A a 4ZJ48A y IL848A
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Instrucciones de Operación
y Manual de Piezas de Dayton 4ZJ45A a 4ZJ48A y IL848A

Para Obtener Partes de Reparación en México Llame al 001-800-527-2331
en EE.UU. Llame al 1-800-323-0620

Servicio Permanente – 24 horas al día al año
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Figura 1 – Ilustración de piezas de repuesto
4ZJ45A a 4ZJ48A y IL848A

Sirvase suministrar la siguiente información:
-Número de modelo
-Número de serie (de haberlo)
-Descripción y números del repuesto según
la lista

Puede escribirnos a:
Grainger Parts
P.O. Box 3074
1657 Shermer Road
Northbrook, IL 60065-3074 U.S.A.
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Manuel de renseignements
spécifiques aux produits 4ZJ45A a 4ZJ48A et IL848A

Brochure 5S4414 Imprimé aux États-Unis
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Instructions d’utilisation
et manuel de pièces de Dayton 4ZJ45A à 4ZJ48A et IL848A

2-Fr

Commandez les pièces détachées en appelant
gratuitement 1-800-323-0620
24 heures par jour – 365 jours par an

Figure 1 – Illustration des pièces détachées

4ZJ45A à 4ZJ48A et IL848A
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Veuillez fournir les informations suivantes :
-Numéro du modèle
-Numéro de série (s’il y en a un)
-Description de la pièce et son numéro
comme montré sur la liste de pièces

Correspondance:
Grainger Parts
P.O. Box 3074
1657 Shermer Road
Northbrook, IL 60065-3074 U.S.A.
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Dayton Operating Instructions and Parts Manual
Instrucciones de Operación y Manual de Piezas de Dayton
Instructions d’utilisation et manuel de pièces de Dayton 4ZJ45A à 4ZJ48A et IL848A

Manufactured for Dayton Electric Mfg. Co.
Niles, Illinois 60714 U.S.A.
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Notes/Notas/Notes
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